
BY-BM58
Cardioid Dynamic Vocal Microphone

Instruction Manual

Thanks for purchasing the BOYA BY-BM58 cardioid dynamic 
vocal microphone. 

The BY-BM58 is a cardioid dynamic vocal handheld microphone, 
it’s your ideal choice for capturing vocal and speech performance 
in applications like live stage, theater, rehearsals, meetings and 
more.
Compact design allows easy assembling on any device with an 
6.35mm mic jack. Built in mic mount greatly prevent back ground 
noise caused by shocking.

Introduction

Operations

Package contents
- Cardioid dynamic microphone
- XLR female to 6.35mm male adapter cable
- Microphone mount
- Carrying bag
- User guide

1. Microphone head
2. On-o� button
3. XLR 3-pin connector
4. XLR female to 6.35mm male adapter cable
5. Microphone mount

1. Fix the microphone on the mic stand
2. Connect the XLR female plug to the mic as picture shows

Features

Speci�cations

3. Connect the 6.35mm male plug into recording device
4. Switch the button to "on" and start recording

Components
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BOYA BY-BM58

技术要求:
1、表面无色差 
2、无正负公差
3、包装标注尺寸为内尺寸

Transducer：

Polar pattern：

Frequency range：

Sensitivity：

Output Impedance：

Connector：

Cable length：

Dimension：

Weight：

Dynamic

Cardioid

50Hz-15kHz

-65±3dB, 0dB=1V/Pa, 1kHz

300Ω

XLR female to 6.35mm male

5.0m (16.4ft)

Φ53*164mm  (Φ2.0x6.4“)

310g  (11oz)

- Ideal for vocal recording such as singing and speech

- Excellent cardioid polar pattern

- Isolation capsule helps reduce operating noise

- Built-in pop �lter

- Durable aluminum and zinc alloy body

- Customized frequency response

- XLR cable and mic mount included


