
The ECO-88S series of cardioid microphones are designed to meet the users' expectation on price. Besides their 

attractive appearance and sturdy construction, they provide features such as a wide frequency response and high 

sensitivity, which makes ECO-88S series perform well for sound reinforcement in karaoke entertainment, teaching 

lectures and general audio enhancement.

The two models differ only in cable option, ECO-88S has on/off switch without cable, ECO-88SC has on/off switch 

with cable.

Description

Features Specifications

Nd Magnet Capsule. Type:  Dynamic microphone

Polar pattern:  Cardioid

Frequency response:  80~12000Hz

Sensitivity:  -53dBV/pa (2.2mv/pa)

Rated impedance:  500Ω

Connector:  XLR 3 Pins silver plate

Dimensions:  Φ54 (max) x 180mm
                        

Net weight:  247g
                       

 Hardened Steel Mesh Housing .

Steel Ball  ON/Off Switch.

Wide Frequency Response.

Solid Zinc Alloy Die Casting Body.

Microphone Holder.

Plastic Threaded adapter.

Carry Bag.

3 IN I PACKAGE

Accessories:

HM-9A mic clipECO-88S Superlux carrying bag

Φ6mm x 6M XLRF + XLRM
(only ECO-88SC)

1 IN 1 PACKAGE

3.Microphone Holder                    4.Plastic Threaded adapter

1.Mic Cable(only ECO-88SC)      2.Carry Bag
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http://superlux.tw


